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Opphengsbolt M20 m/Krok – Sveist  

 

Opphengsbolt brukes til midlertidig oppheng av ventilasjon, utstyr og lignende i tunneler. Bolten benyttes 

sammen med ekspansjonshylse.  

 

Lagerprogram:  

M20x600, UB 

M20x600, VF 

 

Teknisk informasjon: 

Bolt: Gjenget M20x150mm i en ende og krok med sveis i motsatt ende. Øye er varmbøyd.  

Stål: S235J2 (Q235D) eller tilsvarende. Gjengene er kaldvalset. 

Vekt: 2,5 kg/m 

Spesifikasjoner: ref. tegn PTC-073-1 

Mekaniske egenskaper og gjenger i samsvar med ISO 898-1:2013 

Dimensjon: Spenningsareal mm2 As 

Gjenge – Stamme 

Flyt, Rp 0,2 N/mm2 

Min 

Brudd, Rm N/mm2  fu Forlengelse % A5 

M20x2,5 245      -     245 235 340 – 470 26 

 

Maks belastning for kroken: 10kN 

Benyttes sammen med ekspansjonshylse. 

Korrosjonsbeskyttelse: 

Varmforzinket iht NS-EN-ISO 1461, gjennomsnittlig beleggtykkelse min. 65 µm. 

Gjenge etter varmforzinking: ISO M fitting 

 

Ekspansjonshylser: 

BL – M20x32 / 32 – 36 

BL – M20x45 / 45 – 48 

Borehull:  

Anbefalt borehull: 

For BL-M20/32-36: Ø32-36 mm 

For BL-M20/45-48: Ø45-48 mm 
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Suspension bolt M20 w/hook – welded  

 

Suspension bolt for temporary suspension of ventilation and similar equipment in tunnels. The bolt is anchored 

by an expansion shell.  

 

Stock programme:  

M20x600, Plain 

M20x600, HDG 

 

Technical information: 

Bolt: Threaded M20x150 mm at one end and hook with weld at the opposite end. The eyelet is hot bent.  

Steel: S235J2 (Q235D) or equivalent. Thread cold rolled. 

Weight: 2.5 kg/m 

Specifications: Ref. drawing – PTC-073-1 

Mechanical properties and threads in compliance with ISO 898-1:2013 

Dimensions: Tension area mm2, As 

Thread-stem 

Yield, Rp0.2 N/mm2 

Min. 

Tensile, Rm N/mm2 

fu 

Extension % A5 

M20x2.5 245-245 235 340-470 26 

 

Max. load for hook: 10 kN 

The bolt is anchored by an expansion shell. 

Corrosion protection: 

Hot-dip galvanized to ISO 1461 standard, average minimum coating thickness 65 µm. 

Thread after hot-dip galvanization: ISO M fitting 

 

Expansion shell: 

BL – M20x32/32-36 

BL – M20x45/45-48 

Borehole:  

Recommended borehole: 

For BL-M20/32-36: Ø32-36 mm 

For BL-M20/45-48: Ø45-48 mm 
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