
   

 

 
 
 
 
 
 
 

Nettet består av dobbeltslagsvevet stålwire belagt med Galmac 
(Zn-Al 5%-legering). Nettet er produsert i henhold til forskrift 
305/2011 (f.eks. 89/106/EØF) og i samsvar med standard 
EN10223-3:2013, og er EC-merket i samsvar med ETA-
13/0524. 
Ledelsen og produksjonssystemet er sertifisert i samsvar med 
standardene ISO 9001 og ISO 14001 (miljøstyringssystemer). 
Vevet stålwirenett brukes som en gardin for å forhindre at løse 
steiner og bruddstykker faller ned på veier og jernbaner. 
Dimensjonene til det Galmac-belagte nettet er angitt i tabell 1. 
Den nominelle strekkfastheten til nettet skal være i henhold til 
tabell 2. Testene er utført i henhold til EN 10223-3:2013. 
Nettets gjennomsnittlige punktstøtlastkapasitet er i samsvar 
med testene utført i henhold til UNI 11437. 

Wire 
Stålwiren som brukes i produksjonen av nettet, er belagt med 
Galmac klasse A (Zn-Al 5 %-legering). 
Alle tester på wiren må utføres før nettet produseres. 
1. Strekkfasthet: Wiren som brukes i produksjonen av det 

Galmac-belagte nettet, skal ha en strekkfasthet på mellom 
350 og 550 N/mm2 i henhold til EN 10223-3:2013. 
Wiretoleranser (Tabell 3) er i henhold til EN 10218 (klasse 
T1). 

2. Forlengelse: Forlengelse skal ikke være mindre enn 8 %, i 
henhold til EN 10223-3:2013: 

3. GalMac-belegg: Minimum mengde Galmac (tabell 3) 
oppfyller kravene i EN10244-2 (Tabell 2 - klasse A). 

4. Adhesjon til Galmac: Adhesjonen til GalMac-belegget til 
wiren skal være i henhold til EN 10244. 

5. Sliteakselerert aldringstest I en generell kondensering av 
fuktinneholdende svoveldioksid (28 sykluser) i henhold til EN 
ISO 6988 skal ikke nettet vise mer enn 5 % rød rust. 
Når utsatt for nøytral salttåketest (ISO 9227), skal nettet etter 
1000 timers eksponering ikke vise mer enn 5 % mørk brun 
rust). 
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Figur 2 

M Toleransen for maskestørrelsen 'M', 
som er avstanden mellom aksene til 
to etterfølgende slag, er i henhold til 
EN 10223-3 2013 

Figur 1 

 STEINSPRANGNETT 
GALMAC-BELAGT 

Eksempel på steinsprangnett 

TEKNISK DATABLAD 



   

 
 

 
Tabell 1 - Størrelser på steinsprangnett 

L=Lengde (m) w=Bredde 
(m) 

25 2, 3, 4 
50 2, 3, 4 

100 2, 3, 4 
Alle størrelser og dimensjoner er nominelle. 

Toleranser på 0/+1 m av lengden og ± M av høyden skal tillates 
 

Snøreoperasjoner 
Snøreoperasjoner kan utføres ved hjelp av verktøyet vist 
i fig. 5. Galmac-belagte stålringer med følgende 
spesifikasjoner, kan brukes i stedet for snørewire (fig. 3, 
4): 
· diameter: 3,00 mm 

· Strekkfasthet: >1720 MPa 
· Fratrekkingsstyrke > 2,0 kN 
Avstanden mellom ringene må ikke overstige 200 mm (fig. 3) 
 

 
Mengdeforespørsel 
Følgende må spesifiseres for pristilbud: 
• størrelse på rullene (lengde x høyde, se fig. 1), 
• type nett, 
• type belegg 
EKSEMPEL: 100 ruller Lengde=25 m, Bredde=4 m - 
Nettype 8x10 - Wirediam. 2,70 mm - Galmac-belagt 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     Fig. 3            
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1. Tang 
2. Knipetang 
3. Avbitertang 

Nominell 
overlapping på 25 44 mm 

Lukket Åpen 

Figur 3: Snørewire   og ringer 

2. Standardnett - wirekombinasjon 
 
Type 

 
M 

(mm) 

 
Toleranse 

(mm) 
Wiredia
meter 
(mm) 

Nominell 
strekkfasthet 
på nett (kN/m) 

Gj.snitts 
støtlast 

kN 

6x8 60 -0/+8 2,7 55 82 
 

8x10 
 

80 
 

-0/+10 2,7 
3,0 

50 
60 

67 
82 

3. Standard wirediameter 
  

Nettwire Tvunnet 
wire 

Snøre
wire 

 
Indre diameter 

 
ø mm 2,70 

 
3,40 
 

 
2,2 

Wiretoleranse (±) ø mm 0,06 0,07 0,06 
 
Min mengde belegg 

 
gr/m2 245 (2,70) 

255 (3,00) 
265 (3,40) 
275 (3,90) 

 
230 
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Maccaferri  forbeholder seg retten til å endre produktspesifikasjonene 
uten forvarsel og rådgivere bes om å kontrollere gyldigheten av spesifikasjonene de bruker. 

 

Fig. 5 

Pneumatisk 
 Spenax-verktøy 

Manuelt verktøy 

1. Tang 
2. Nebbtang 
3.Avbitertang  
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The mesh consists of double twisted Galmac (Zn-Al 5% alloy) 
coated steel woven wire. The mesh is produced in accordance 
with 305/2011 regulation (ex. 89/106/CEE) and in compliance 
with standard EN10223-3:2013, having EC marking in 
compliance with ETA-13/0524. 
The management and production system is certified in 
compliance with standards ISO 9001 and ISO 14001 (related  to 
the environmental management system). 
Steel woven wire mesh is used as a drapery system to prevent 
rocks and debris from falling onto roads and railways. 
Dimensions of the Galmac coated net are stated in Table 1. 
The nominal tensile strength of the mesh shall be as per Table 
2; tests carried out in compliance with EN 10223-3:2013. 
The average punching load capacity of the netting is in 
compliance with the tests carried out in accordance with UNI 
11437. 

wire 
The steel wire used in the production of the mesh is coated 
with Galmac class A (Zn-Al 5% alloy). 
All tests on wire must be performed prior to manufacturing the 
mesh. 
6. Tensile strength: the wire used for the manufacture of 

Galmac coated mesh shall have a tensile strength between 
350-550 N/mm2 as per EN10223-3:2013. Wire tolerances 
(Table 3) are in accordance with EN10218 (Class T1). 

7. Elongation: Elongation shall not be less than 8%, as per 
EN10223-3:2013. 

8. Galmac coating: minimum quantities of Galmac (Table 3) 
meet the requirements of EN10244-2 (Table 2 - Class A). 

9. Adhesion of Galmac: the adhesion of the Galmac coating 
to the wire must be in accordance with EN 10244. 

10. Outwearing accelerated aging test in a general 
condensation of moisture containing sulfur dioxide (28 
cycles) in accordance with EN ISO 6988 the mesh shall not 
show more than 5% of red rust. 
When subjected to the neutral salt spray test (ISO 9227) after 
1000 hours of exposure the mesh shall not show more than 
5% of DBR (Dark Brown Rust) 

TECHNICAL DATA SHEET 
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Figure 2 

M The tolerance on the mesh size 'M' 
being the distance between the axis of 
two consecutive twists, is according to 
EN 10223-3: 2013 

19
 m

m
 

Figure 1 

ROCKFALL PROTECTION NETTING 
GALMAC COATED 

Example of Rockfall protection netting 



   

 

 
Maccaferri reserves the right to amend product specifications without notice and specifiers are requested 
to check as to the validity of the specifications they are using. 

 

Table 1 - Sizes for rockfall protection netting 

L=Length (m) w=width (m) 
25 2, 3, 4 
50 2, 3, 4 

100 2, 3, 4 
All sizes and dimensions are nominal. 

Tolerances of 0/+1 m of the length, and ± M of the height shall 
bepermitted 

Lacing Operations 
Lacing operations can be made by using the 
tools shown in Fig.5. Galmac coated steel rings 
having the following specification can be used 
instead of lacing wire (Figs.3, 4): 
· diameter: 3.00 mm 
· tensile strength: >1720 MPa 
· Pull–apart strength > 2.0 kN 
Spacing of the rings must not exceed 200 mm (Fig.3) 

 
Quantity Request 
When requesting a quote, please specify: 
• size of rolls (length x height, see Fig.1), 
• type of mesh, 
• type of coating 
EXAMPLE: No.100 rolls Length=25m, Width=4m - Mesh 
type 8x10 - Wire diam. 2.70 mm - Galmac coated 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     Fig.3           Fig.5 
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Manual tool C 

B Pneumatic Spenax tool 

4. Pliers 
5. Pliers with nipper 
6. Nipper A 

3 2 1 

Nominal overlap of 
25 mm after 44 mm 

Closed Open 

Figure 3: Lacing wire and Rings 

19
 m

m
 

2. Standard mesh - wire combination 
 
Type 

 
M 

(mm) 

 
Tollerance 

(mm) 
wire 

diameter 
(mm) 

Nominal Mesh 
Tensile 

Strength 
(kN/m) 

Average 
punching 
load kN 

6x8 60 -0/+8 2.7 55 82 
 

8x10 
 

80 
 

-0/+10 2.7 
3.0 

50 
60 

67 
82 

3. Standard wire diameter 
  

Mesh wire Selvedge 
wire 

Lacing 
wire 

 
Internal diameter 

 
ø mm 2.70 

 
3.40 
 

 
2.2 

Wire tollerance (±) ø mm 0.06 0.07 0.06 
 
Min. quantity of coating 

 
gr/m2 245 (2.70) 

255 (3.00) 
265 (3.40) 
275 (3.90) 

 
230 
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