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Trekantplate Ø40 / 400x500x5 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Plata benyttes sammen med halvkule Ø50 ved montasje av M20 og M24 sikringsbolter i sprakfjell. Skive kan 

oppta vinkelavvik opp til 25°. 

 

Lagerprogram: 

Trekantplate Ø40  400x500 t=5 
 

Teknisk informasjon:  

Trekantplate: Matr. S460  

Vekt: 6,40 kg/stk  

 

 

Korrosjonsbeskyttelse / Pc-Coat:  

Varmforsinking blir utført etter NS-EN-ISO 1461 og epoxy pulverlakk blir utført etter NS-EN 13438. Vedrørende 

belegg tykkelse og ytterligere informasjon så henvises det til Document Q/PTC-T19A  Specification for Pc-Coat 

 SVV/JBV. Det vises også til produkt datablad for Pc-Coat og tilhørende FDV dokumentasjon. 

 

Tilbehør:  

Halvkule Ø50, sikringsbolter og muttere. 
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Triangular bearing plate Ø40 / 400x500x5 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Bearing plate for use with Ø50 half ball for installation of M20 and M24 rock support bolts in cracked rock. The 

bearing plate is capable of taking up angle deviations of up to 25°. 

 

Stock programme:  

Triangular bearing plate Ø40  400x500 t=5 

 

Technical information:  

Triangular bearing plate: Material S460  

Weight: 6.40 kg/pc.  

 

 

 

Corrosion protection/Pc-Coat  

Hot-dip galvanization is carried out in compliance with NS-EN-ISO 1461 and epoxy powder coating in 

compliance with NS-EN 13438. With regard to coating thickness and further information, please see Document 

Q/PTC-T19A  Specification for Pc-Coat  SVV/JBV. Please also refer to the Pc-Coat Product Data Sheet and 

accompanying FDV documentation. 

 

Accessories: 

Half ball Ø50, rock support bolt and nuts. 
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