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Armeringsbeslag kryss syrefast 

  

Armeringsbeslag kryss syrefast benyttes sammen med bolter for PE-Skum eller membran. Beslaget 

monteres på bolten etter montasjen av armeringsnettet, og bidrar til å holde nettet på plass under sprøyte 

støpningen. 

 

 

 

 

Benyttes sammen med bolter for PE-Skum og armeringsnett. 

 

Teknisk informasjon: 

Skive: Matr. 1.4404 / 1.4362  

Kamstålkryss: Mekaniske egenskaper tilsvarende B500NCR iht NS 3576-5:2012 

Kamstål sveist på begge sider. 

 

 

Testet: 

Minimal deformering ved belastninger opp til 500kg. 

Armeringsbeslaget ble plassert sentrisk i en åpning 150x150mm og belastet. 

 

 

Tilbehør: 

-Bolter for PE-Skum,  

-armeringsnett 

-mutter. 

 

 

Lagerprogram: Vekt: 
M16/Ø18 60x60x8 – 2xØ8x600 Armeringsbeslag kryss M16: 0,55 kg/stk 
M20/Ø22 60x60x8 – 2xØ8x600 Armeringsbeslag kryss M20: 0,53 kg/stk 
M24/Ø26 60x60x8 – 2xØ8x600 Armeringsbeslag kryss M24: 0,51 kg/stk 
M27/Ø29 60x60x8 – 2xØ8x600 Armeringsbeslag kryss M27: 0,49 kg/stk 
M30/Ø32 60x60x8 – 2xØ8x600 Armeringsbeslag kryss M30: 0,47 kg/stk 
M33/Ø35 60x60x8 – 2xØ8x600 Armeringsbeslag kryss M33: 0,45 kg/stk 
M36/Ø38 60x60x8 – 2xØ8x600 Armeringsbeslag kryss M36: 0,43 kg/stk 

http://www.pretec.no/
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Reinforcement fitting cross stainless steel 

  

Reinforcement fitting cross stainless steel for use with bolts for PE foam or membrane. The fitting is mounted 

on the bolt after assembly of the reinforcing mesh, helping to keep the mesh in place during sprayed 

concrete application. 

 

 

 

 

Used together with bolts for PE foam and reinforcing mesh. 

 

Technical information: 

Disc: Material 1.4404 / 1.4362 

Rebar cross: Mechanical properties corresponding to B500NCR in compliance with NS 3576-5:2012.  

Rebar welded on both sides. 

 

 

Tested: 

Minimal deformation at loads up to 500 kg. 

The reinforcement fitting was placed centrally in a 150x150 mm opening and loaded.  

 

 

Accessories: 

-Bolts for PE foam,  

-reinforcing mesh 

-nuts. 

 

Stock programme: Weight: 
M16/Ø18 60x60x8 – 2xØ8x600 Reinforcement fitting cross M16: 0,55 kg/pcs. 
M20/Ø22 60x60x8 – 2xØ8x600 Reinforcement fitting cross M20: 0,53 kg/pcs. 
M24/Ø26 60x60x8 – 2xØ8x600 Reinforcement fitting cross M24: 0,51 kg/pcs. 
M27/Ø29 60x60x8 – 2xØ8x600 Reinforcement fitting cross M27: 0,49 kg/pcs. 
M30/Ø32 60x60x8 – 2xØ8x600 Reinforcement fitting cross M30: 0,47 kg/pcs. 
M33/Ø35 60x60x8 – 2xØ8x600 Reinforcement fitting cross M33: 0,45 kg/pcs. 
M36/Ø38 60x60x8 – 2xØ8x600 Reinforcement fitting cross M36: 0,43 kg/pcs. 
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