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Produktdatablad for Pc-Coat™ 

 

 

Pc-Coat™ 
Varmforsinkning, sink & mangan fosfatering og epoksy eller polyester pulverlakk. 
  
Beskrivelse 
Pc-Coat er Pretec Group sitt Trademark navn på dette Duplex systemet som er en kombinasjon av varmforsinkning og 
pulverlakkering. Kombinasjonen er av de mest optimale konsepter for beskyttelse og slitasje av utendørs produkter. 
Holdbarheten er unik og sikrer produktene en meget lang levetid, spesielt i korrosive miljøer. 
 

Valg av Pulverlakk 

Pulverlakken kan leveres med polyester og / eller epoksy. Fargeutvalget er stort og leveres normalt etter RAL eller NCS 

koder. Epoksy belagte produkter bør ikke lagres/eksponeres utildekket ute da direkte sollys kan forringe kvaliteten 
over tid.  
 
Teknisk informasjon 
Varmforsinkningen utføres etter EN ISO 1461 eller spesifiserte krav. Pulverlakk utføres iht. NS-EN 13438. 
Sink & Mangan fosfateringen er det mest optimale forbehandlingen for lang levetid av utendørs produkter, kombinert 
med underlag som er varmforsinket og deretter pulverlakkert. Pc-Coat er testet av SINTEF iht ISO 12944-9 og er egnet 
for bruk hvor det er påkrevd lang levetid selv i korrosjonsklasse CX.  
 

Kvalitet 
Hele prosessen fra inngangskontroll av råmaterialer, mekanisk produksjon samt overflatebehandling med tilhørende 
kjemiprosesser blir nøye fulgt opp og kontrollert av vårt kvalitetsteam. Alle tester og kontroller i forbindelse 
med daglig kvalitetsarbeid blir utført i eget laboratorium. 
Bedriften er sertifisert etter: ISO 9001:2015, ISO 14001:2015, og EN 1090-1:2009 
 
Miljø 
Pc-Coat gir en langsiktig korrosjons beskyttelse som samtidig gir god økonomi og representerer ingen belastning på 
miljøet. Belegget er miljøvennlig og kjemien er vannbasert, uten flyktige løsningsmidler eller skadelige herdere. Etter 
at prosessen er utført og epoksy belegget er herdet, så skjer ingen avdunsting av gasser. Pc-Coat er godkjent for bruk i 
bygg med BREEAM excellent klassifisering. Egen erklæring for BREEAM kan fås på forespørsel. 

http://www.pretec.no/
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Product Data Sheet for Pc-Coat™ 

 
 

Pc-Coat™ 
Hot-dip galvanizing, zinc and manganese phosphating and epoxy or polyester powder coating. 
  
Description 
Pc-Coat is the Pretec Group’s trademarked Duplex system, a combination of hot-dip galvanizing and powder coating. 
This combination provides optimal protection for products that are exposed to the elements. Pc-Coat offers unique 
durability and significantly extended product working life, particularly in corrosive environments. 
 

Powder coat Selection 
Powder coating can be supplied with polyester and/or epoxy. A wide range of colors is available, normally supplied as 
per RAL or NCS color matching standards. Epoxy coated products should not be stored or exposed uncovered 
outdoors since direct sun light may deteriorate quality over time.  
 

Technical information: 
Hot-dip galvanizing is carried out in accordance with ISO 1461 or specified requirements. Powder coating is carried out 
in accordance with EN 13438. Zinc and manganese phosphating, in combination with surface treatments such as hot-
dip galvanizing followed by powder coating, provides long life time for exposed products. Pc-Coat is tested according 
to ISO 12944-9 and suited for use in corrosive environments included corrosion class CX. 
 

Quality 
The entire process – from inspection of incoming raw materials, mechanical production and coating and associated 
chemical processes, through to finished product – is carefully monitored by our quality-control team. All tests and 
inspections in conjunction with daily quality-assurance management are performed in our own laboratory. 
Our operations are certified in accordance with: ISO 9001:2015, ISO 14001:2015, and EN 1090-1:2009 
 
Environment 
Pc-Coat offers long-term corrosion protection and associated cost-effectiveness without any negative impact on the 
environment. The coating is environmentally friendly, and chemistry is water based, without volatile solvents or 
harmful hardeners. After the process is completed and the epoxy coating is cured, no evaporation of gases occurs. Pc-
Coat are approved for use in constructions following BREEAM certification, which is available on request. 

http://www.pretec.no/

