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Gysepumpe 
      

    
Beskrivelse: 

Gysepumpe for forankringsmørtel, fuge og avrettingsmasse. Dette systemet har mange fordeler 

sammenliknet med det tradisjonelle standardsystem. Pumpen er operasjonsklar til ethvert 

tidspunkt og holder trykkrøret fullt av masse. Dette gjør rengjøring, vedlikehold og service lettere, 

samtidig som pumpens levetid forlenges og vedlikeholdskostnader reduseres.  I tilfelle ”propp” i 

tilførselsrør, kan denne åpnes uten å måtte demontere pumpen. 

Brukes for festing av forankringsbolter, fylling av fundament og hulrom. 

 

Lagerprogram: 

Weldgrip IDT 841 komplett med tank og mixer. 

 

Teknisk informasjon: 

Luftdrevet med arbeidstrykk fra 2.5 til 7.0 Bar 

Maximum arbeidstrykk 58 Bar 

Leveringsmengde 28 liter/minutt 

Vekt 18.5 Kg/ Komplett 80kg. 

 

Dokumentasjon: 

Norsk Brukerveiledning 

Engelsk manual og reservedelsliste 

Samsvarserklæring/Deklarasjon for Maskindirektivet  
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     Grouting pump 

 

 
 

Description: 

Grouting pump for anchoring mortar, seam and screed. This system has many advantages 

compared to the traditional standard system. The pump is ready for operation at any time and 

keeps the pressure pipe full of mass. This makes cleaning, maintenance and service easier while 

increasing the service life of the pump and reducing maintenance costs. In the case of a "plug" in 

the supply pipe, it can be opened without having to disassemble the pump. 

Used for fastening of anchoring bolts, foundation filling and cavity. 

 

Stock Programme: 

Weldgrip IDT 841 complete with tank and mixer. 

 

Technical information: 

Air driven with operating pressure from 2.5 to 7.0 Bar 

Maximum working pressure 58 Bar 

Delivery rate 28 liters / minute 

Weight 18.5 Kg/ Complete 80kg. 

 

Documentation: 

English User's Guide 

English manual and spare parts list 

Declaration of Conformity / Declaration of the Machinery Directive    

 

http://www.pretec.no/

