
 

Produktdatablad/Product Data Sheet 

       

 
Vann og frost-/fjellsikring – Revidert 16.03.2018            Dokumentet presenteres uten ansvar for eventuelle feil. 
Pretec AS – www.pretec.no – Telefon: +47 69 10 24 60  Innhold kan endres uten forutgående beskjed. 

Rustfritt/duplex gjengestenger kl. 80 EN 1.4462 

 

  

Helgjenget stang (HGS) til teknisk montasje.  

 

Lagerprogram: 

M16, M20, M24, M27, M30 og M33 L=1000/2000/3000 

Andre lengder kappes etter behov. 

 

Teknisk informasjon: 

Mekaniske egenskaper i samsvar med holdfasthetsklasse 80 iht EN-ISO 3506-1:2009 

Material kvalitet: EN 1.4462 iht EN 10088-1:2014 og EN 10088-5:2009. 

Utførelse: DIN 976-1:2016 og DIN 976-2:2016. Gjengene er kaldvalset. 

 

Stålnummer:  Navn:   PRE-verdi: 

1.4462   X2CrNiMoN22-5-3 32,3 duplex 

 

Dimensjon 
Spenningsareal 

mm2, As 

Flyt, Rp 0,2 
N/mm2  

min. 

Brudd, Rm 
N/mm2  
fu, min. 

Forlengelse 
A5 % 
min. 

Vekt 
Kg/m 

M16x2,0 157 600 800 12 1,34 
M20x2,5 245 600 800  12 2,1 
M24x3,0 353 600 800 12 3,0 
M27x3,0 459 600 800 12 3,86 
M30x3,5 561 600 800 12 4,70 
M33x3,5 694 600 800 12 5,55 

 

Dimensjoneringsguide fås på forespørsel eller lastes ned på www.pretec.no. 

 

Tilbehør: 

Mutter: iht. DIN 934-A4-80 

Skive: iht. DIN 125/ISO 7089 A4 

Isolasjonsskive: iht. DIN 125 Polyamid 

Hylser M16-M33 B1000 A4 

Clips for sentrering og feste ved gysing. 

 

For enkelte dimensjoner er blandefjører tilgjengelig for montering/på pressing. Ved bruk av blandefjør på 

bolten så sikrer man en god blanding av herderen/polyester når boltene monteres med polyesterpatron. 

Spesielt ved store borehull i forhold til boltedimensjon er dette viktig. 

 

http://www.pretec.no/
http://www.pretec.no/


 

Produktdatablad/Product Data Sheet 

       

 
Vann og frost-/fjellsikring – Revidert 16.03.2018            Dokumentet presenteres uten ansvar for eventuelle feil. 
Pretec AS – www.pretec.no – Telefon: +47 69 10 24 60  Innhold kan endres uten forutgående beskjed. 

Fully threaded rod duplex cl. 80 EN 1.4462 

 

  

Fully threaded rod for technical installation.  

 

Stock programme: 

M16, M20, M24, M27, M30 og M33 L=1000/2000/3000 

Other lengths cut to order. 

 

Technical information: 

Mechanical properties in accordance with EN-ISO 3506-1:2009, cl. 80. 

Material quality: EN 1.4462 compliant with EN 10088-1:2005 and 10088-5:2009 

Produced in accordance with DIN 976-1:2016 and DIN 976-2:2016. Thread cold rolled. 

 

Steel number: Name:   PRE-value: 

1.4462  X2CrNiMoN22-5-3 32,3 duplex 

 

Dimensions 
Tension area 

mm2, As 

Yield, Rp0.2 
N/mm2  

min. 

Tensile, Rm 
N/mm2  
fu, min. 

Elongation  
A5 % 
Min. 

Weight 
Kg/m 

M16x2.0 157 600 800 12 1.34 

M20x2.5 245 600 800  12 2.1 

M24x3.0 353 600 800 12 3.0 

M27x3.0 459 600 800 12 3.86 

M30x3.5 561 600 800 12 4.70 

M33x3.5 694 600 800 12 5.55 

 

Sizing Guide is available on request or can be downloaded at www.pretec.no. 

 

Accessories: 

Nuts: incompliance with DIN 934-A4-80 

Washer: in compliance with DIN 125/ISO 7089 A4 

Insulating washer: in compliance with DIN 125 Polyamide 

Sleeves M16-M33 B1000 A4 

Clips for centering while grouting. 

 

For some dimensions, spiral mixers are available for mounting/hydraulic pressing. By using a spiral mixer on the 

bolt you ensure a good mix of the hardener/polyester in the case when bolts are mounted with polyester 

cartridges. This is important, especially when you have a big borehole compared to the bolt dimension. 
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