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Bruksanvisning for Pc-Packer M27-R27/045-48

Pc-Bolt™ med Pc-Packer montert, klar for montasje i borehulll

Pc-Packer leveres som et sett, og bestar av:
- Pc-Packer i EPDM gummi

- Gysergr med tilkobling

- Hettemutter med evakueringsrer

1. Tre gysereret giennom hull i sfeerisk plate og deretter giennom hull i Pc-Packer.
S4 fores Pc-Packer enheten inn pé bolten.

2. Monter halvkule og mutter, mutteren skal flukte med enden pé bolten.
Bolten skyves inn i borehullet. Pase at sfeerisk plate blir justert slik at plata far rett anlegg mot fiellet.
NB! Dette mé gjeres for Pc-Packer far kontakt med borehull.
Mutter trekkes til, anbefalt moment int. teknisk dokumentasjon for bolten.
Nar oppgitt forspenning oppnas, er Pc-Packer ferdig montert, og Pc-Bolten montert som arbeidssikring.

3. Skru pa hettemutter med evakueringsslange. Denne muliggjer styring av vann/gysemasse
bort fra operater.
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4. Gyseverktoyet kobles til, og det vannrennende borehullet fylles med gysemasse.
Under oppfylling av borehullet med gysemasse presses forst vann og deretter gysemasse
ut giennom evakueringsslange.
Nér det kommer ren gysemasse ut gjiennom evakueringslangen, stoppes gysepumpe.

5. Bruk tang til & klemme evakueringsreret inntil hettemutter, deretter klemmes
gysereret inntil sfeerisk plate. Siden kan utstikkende lengder av rarene kuttes.

Gysemassen skal handteres int produsentens anbefalinger. For mer informasjon om gysing, se egen brosjyre
«Grout Recommendations» pa www.pretec.no.
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Installation Guide for Pc-Packer M27-R27/045-48

Pc-Bolt™ with Pc-Packer, ready for installation

The Pc-Packer is supplied as a set, consisting of:

- Pc-Packer made of EPDM rubber

- Copper grouting pipe with mounted brass coupling

- Cap nut with steel pipe and mounted evacuation hose

1. Stick the grouting pipe through the bearing plate hole and the hole in the Pc-Packer
and push the assembly onto the end of the bolt.

2. Mount the half ball and nut, ensuring that the nut is flush with the bolt end.

Push the completed bolt assembly into the borehole. Make sure that spherical plate is
adjusted so the plate gets correct contact against the rock.

This needs to be done before Pc-Packer touches the rock.

Tighten the nut by specified torque acc. to technical documentation for the bolt.

With achieved tension, the Pc-Packer/Pc-Bolt installation is completed as immediate support.
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3. Screw the cap nut onto the bolt end, allowing direction of water or grout away from
the operator.

Tunnel og Fiellsikring | Revidert 19.04.2021 Dokumentet presenteres uten ansvar for eventuelle feil.
Pretec AS | www.pretec.no | Telefon: 69 10 24 60 Innhold kan endres uten forutgdende beskjed.


http://www.pretec.no/

PRCGTCEC
Bruksanvisning / User manual
Let’s connect

4. Connect the grouting tool to the grouting pipe and start pumping. Pumped grout will displace
water through the evacuation hose and fill the annular space to the end of the bolt. Finally,
pure grout will appear through the evacuation hose and pumping may be stopped.

5. Use the squeezing pliers to flatten and close the evacuation pipe and the grouting pipe close
to the cap nut and the bolt bearing plate. Then cut away the unnecessary length of the
two pipes.
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More information regarding grouting of Pc-Bolt with PC-Packer can be found in our brochure “Grouting
“recommendations”.
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