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Kamstålbolt Ø20/M20 - / Sikringsbolt m/ blandefjør ø40x450 

  

Bolt for fjellsikring. Boltene er utstyrt med blandefjør for sikker og kontrollert blanding av polyesteren. Bolten 

kan benyttes både som permanent- og arbeidssikring i tunneler. Bolten leveres med stor fas på gjenge-

enden. Blandefjøren er klemt fast i begge ender. 

 

Lagerprogram: 

M20x2000 M20x4000 

M20x2400  

M20x3000 Andre lengder på forespørsel 

 

Teknisk informasjon: 

Material: B500NC iht. NS 3576-3:2012. 

Gjengelengde: 150 mm (gjengene er kaldvalset)  Vekt: 2,5 kg/m 

Blandefjør: Utvendig diameter 40mm, lengde 450mm 

 

Dimensjon: 
Spenningsareal mm2, As 

Gjenge – Stamme 

Flyt, ReH N/mm2  
Min: 

Brudd, Rm N/mm2  
fu 

Duktilitet, Agt % 
min 

M20x2,5 – Ø20 245   -   314 500 600 8 

 

Minimum lastkapasitet: As x Reh  As x Rm 

Gjenge:    Flyt: 123 kN  Bruddstyrke: 147 kN 

Stamme:    Flyt: 157 kN  Bruddstyrke: 188 kN 

 

Tiltrekningsmoment: 

Forspenning 50kN: 180-200Nm 

 

Korrosjonsbeskyttelse / Pc- coat 

Varmforsinking blir utført etter NS-EN-ISO 1461 og epoxy pulverlakk blir utført etter NS-EN 13438. 

Vedrørende belegg tykkelse og ytterligere informasjon så henvises det til Document Q/PTC-T19A – 

Specification for Pc-Coat – SVV/JBV.  

 

Passende polyesterpatroner / borehull: 

Polyester Ø40x480 for borehull Ø45-48 

Se eget produktdatablad for bruk av polyester. 

 

Tilbehør: 

Plate sfæriske Ø150, Ø160 og Ø190, trekantplate 400x500, nettskive 140x3, halvkule kompakt og mutter. Alt 

i Pc-Coat. Hydraulisk testutstyr. 
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Rebar bolt Ø20/M20 – / Rock support bolt w/ spiral ø40x450 

  

Rock support bolt. The bolt is equipped with a spiral for safe and controlled mixing of the polyester. The bolt 

is suitable both for immediate work safety support and permanent support in tunnels. The bolt is supplied 

with a large bevel at the threaded end. The mixing spiral is clamped at both ends 

 

Stock programme: 

M20x2000 M20x4000 

M20x2400  

M20x3000 Other lengths on request 

 

Technical information: 

Material: B500NC in compliance with NS 3576-3:2012. 

Thread length: 150 mm (thread cold rolled).  Weight: 2.5 kg/m 

Mixing spiral: Exterior diameter 40 mm, length 450 mm. 

 

Dimensions: 
Tension area mm2, As 

Thread-stem 

Yield, ReH N/mm2  
Min: 

Tensile, Rm N/mm2  
fu 

Ductility, AGT % 
min 

M20x2,5 – Ø20 245-314 500 600 8 

 

Minimum load capacity: As x Reh  As x Rm 

Thread:    Yield: 123 kN  Tensile strength: 147 kN 

Stem:     Yield: 157 kN  Tensile strength: 188 kN 

 

Tightening torque: 

For tension of 50 kN: 180-200 Nm 

 

Corrosion protection/ Pc - coat 

Hot-dip galvanization is carried out in compliance with NS-EN-ISO 1461 and epoxy powder coating in 

compliance with NS-EN 13438. With regard to coating thickness and further information, please see 

Document Q/PTC-T19A – Specification for Pc-Coat – SVV/JBV.  

 

Suitable polyester cartridge / drill holes: 

Polyester Ø40x480 for drill hole Ø45-48mm 

See separate product data sheet for use of polyester. 

 

Accessories: 

Plate spherical Ø150, Ø 160 and Ø190, triangle plate 400x500, mesh plate Ø140x3, half ball and nuts. All in 

Pc-Coat. Hydraulic test tool kit. 
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