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Spilingbolt K32 Ubehandlet

Sikringsbolt for tunneldpninger. Grove dimensjoner kombinert med lange lengder sikrer mot dérlige fiellmasser
og kan gi en paraplyeffekt ved tunneldpninger. Brukes som arbeidssikring, og ved gitte anledninger inne i tunnel.

Lagerprogram:
@32x4000
232x6000
@32x8000
@32x12000

Teknisk informasjon:

Material: BSOONC iht. NS 3576-3:2012
Ingen gjenger. Boltender er faset.

Vekt: 6,31 kg/m

Dimensjon: Spenningsareal mm?, A, Flyt, ReH N/mm? Brudd, Rm N/mm? Duktilite.t, Agt %
Min: Min: min
?32 804 500 600 8
Minimum lastkapasitet: Asx Reh Asx Rm
Stamme: Fiyt: 402 KN Brudd: 482 KN

Korrosjonsbeskyttelse
Boltene leveres ubehandlede uten korrosjonsbeskyttelse.

Borehull:
Anbefalt borehull: 45-50mm ved gysing.

Tilbehor:
Fjeer for sentrering og holdning i borehull.
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Spiling bolt K32 Plain

Bolts for full length cementitious mortar grouting, typically around tunnel portals (before first blast) or as pre-
support by installation ahead of the tunnel face when entering into very poor rock quality.

Stock programme:
@32x4000
?32x6000
@32x8000
@32x12000

Technical information:
Material; BSOONC in compliance with NS 3576-3:2012.
Unthreaded. Bolt with beveled end. Weight: 6.31 kg/m

) . Tension area mm?, As Yield, ReH N/mm? Tensile, Rm N/mm? Ductility, AGT %
Dimensions: . . ;
min: min: min
@32 804 500 600 8
Minimum load capacity: Asx Reh Asx Rm
Yield: 402 KN Tensile strength: 482 KN

Corrosion protection
Plain rebar. No corrosion protection

Suitable drill holes:
Recommended borehole: 45-50 mm with grouting.

Accessories:
Centralizer for centralizing and holding in borehole.
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