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Luftputer 

 

Luftputer for fjerning av steinblokk 

Beskrivelse: 

Oppblåsbar luftpute for fjerning av steinblokker og lignende ved fjellsikring. Putene kan stables på hverandre  

(2 stykk). Produktet er sertifisert iht EN 13731. 

 

Lagerprogram: 

Luftpute 8 bar SLK   3 tonn (22,5x22,5x2,5cm) 

Luftpute 8 bar SLK 10 tonn (38x38x2,5cm) 

Luftpute 8 bar SLK 25 tonn (61x61x2,5cm) 

Luftpute 8 bar SLK 45 tonn (78x78x2,5cm) 

Luftpute 8 bar SLK 70 tonn (94,5x94,5x2,6cm)               

 

Kapasitet  maks vekt (ton)  maks løftehøyde (cm)   Volum (l) 

SLK   3     2,7   13    15 

SLK 10   10,1   21    86 

SLK 25   25,2   34    416 

SLK 45   44,6   42    921 

SLK 70                          70,4                                52                                              1505 

 

Teknisk informasjon: 

Arbeidstrykk 8 bar. Bruk reduksjonsventil hvis lufttrykket fra kompressoren overstiger 12 bar.  For valg av 

riktig luftpute se dimensjonersdiagram. 

Se bruksanvisning fra produsent for flere detaljer.  

 

Sikkerhetsadvarsel: 

Følg produsentens instruksjoner for bruk av løfteutstyret. Operatør skal benytte personlig verneutstyr (hjelm, 

briller, vernesko og hansker) ved bruk av produktet.  
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Lifting bags 

 

 Lifting bags for removal of rocks 

Description: 

Inflatable lifting bags for removal of rocks and similar. Lifting bags are stackable (2 units) to achieve to 

increase lifting height. Product is certified according to EN 13731 

Stock program: 

Lifting bags 8 bar SLK   3 tonnes (22,5x22,5x2,5cm) 

Lifting bags 8 bar SLK 10 tonnes (38x38x2,5cm) 

Lifting bags 8 bar SLK 25 tonnes (61x61x2,5cm) 

Lifting bags 8 bar SLK 45 tonnes (78x78x2,5cm) 

Lifting bags 8 bar SLK 70 tonnes (94,5x94,5x2,6cm)               

 

Capacities  max. weight (ton) max. Lifting height (cm)  Volume (l) 

SLK   3     2,7   13    15 

SLK 10   10,1   21    86 

SLK 25   25,2   34    416 

SLK 45   44,6   42    921 

SLK 70                          70,4                                52                                              1505 

 

Technical information: 

Working pressure 8 bars. Use pressure reduction valve if air source exceeeds pressure of 12 bars. For 

selection of correct lifting bag see lifting capacity chart. 

Se user instruction from manufacturer for more details. 

 

Safety notice:   

Follow intructions for use from manufacturer. Operator shall use protective gear (safety helmet, googles, 

gloves and saftety shoes) when using the product.  
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